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GRAPHTEC

Graphtec America, Inc.

Specifications for Cutting Window Tint and Paint Protection Media

ITEM

CE7000-130AKZ

50in x 164 ft
(762 mm x 50 m)

HIGH PERFORMANCE

CE7000-130AKZ

2into 53 in
(50 mm to 919 mm)

59.1 mil
(1.48 mm)

39 in/s (990 mm/s)
at 45° diagonal

Max. 4.41N (4509f) in 38 steps

4 Push Rollers

GP-GL™: 0.1/.05/.025/.01mm; HP-GL®: 0.001 in (0.025mm);
GP-GL™: 254, 508, 1016, 2540; HP-GL®: 1016

GP-GL™, HP-GL® (Selectable in command menu or auto detection)

Grit roller with digital servo drive system

USB 2.0 High-speed / Serial RS-232C / Ethernet interface

3.7” Graphic type LCD with back-light (240dpi x 128dpi)

Self-adhesive Vinyl Film, Amberlith™, Rubylith™,
Sandblast Resist Rubber, Window Tint Film,
Paint Protection Film, Automotive Paint Protection Film

121 Ibs (54.9 kg)

67" x 45.2" x 48"

2 Years Standard Warranty for Parts & Labor
5 Year Extended Warranty option available within 90 days
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